High output system subwoofer

AIRLINE LA8-SUB

High output system subwoofer

B Coda Audio 18" neodymium ultra low distortion woofer
B Low power compression, superb quality sound

AIRLINE LA8-SUB

B Integrated rigging hardware for flown or ground
stacked arrays
B System integration with AIRLINE LA8 line arrays

m System components: RC20 Rack, AIRLINE LA8, SCP

The AIRLINE LA8-SUB is an 18" system-subwoofer con-
taining an extremely long excursion 18” neodymium ultra
low distortion woofer in a ported cabinet. Equipped with the
same rigging system as the AIRLINE LAS8 it is ideal for easy

PECIFICATIONS LA8-SUB
System subwoofer
AIRLINE LA8 array integration
56: 30 Hz to 120 Hz
): 1200 W
g term: 128 dB
] 134 dB

18" neodymium ultra low distortion woofer
8 Ohm, 4" (101.6 mm) voice coil, 1200 W (AES)
8 Ohm
2 x Neutrik™ NL4AMP

included

18 mm Baltic birch
ured black Paint
2 x 503 x 700 mm

flying or ground stacking in various combinations providing
compact plug and play line array system solution.
Primarily designed for integration into an AIRLINE LAS8 line
array, the AIRLINE LA8-SUB is also suited to general pur-
pose subwoofer applications. It gives audio companies a
flexible, plug and play complete solution for a wide range
of applications from the smallest venue up to full concert-
system sound format.

Applications include large clubs, convention centers, hous-
es of worship, sport venues, stadiums, theatres, touring,
open air, festivals and large scale corporate events.

AIRLINE LA- / SC-Series

ACCESSORIES
FR8 Frame for AIRLINE LA8-SUB

RIGGING POSSIBILITIES LA8 + LA8-SUB
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